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CHERRY eHealth Terminal ST-1506

Approved by gematik: The CHERRY eHealth Terminal ST-1506 is a modern and easily disinfectable 
solution for workstations in the healthcare sector. Telematics infrastructure applications require 
access to patient data or the healthcare professional card (HBA). For this purpose, the terminal 
has four card slots (for eGK, HBA, SMC-B, gSMC-KT) and also supports the reading of contactless 
eGK and HBA cards.  
 
The terminal combines ease of use and functionality:  
- the high-resolution colour display enables optimum readability and intuitive operation  
- the glass surface enables easy disinfection  
- the optional patient PIN-Pad (PP-1516) can be easily connected via USB  
- the terminal can be operated without a power supply unit via Power-Over-Ethernet (PoE)  
- Made in Austria  
 
This makes the terminal ideal for use in (medical) practices, clinics and pharmacies and other 
medical facilities. The terminal can be connected via LAN or USB. If USB is selected as the 
connection type, wireless operation via W-LAN is also possible (using the network connection of 
the PC/laptop/thin client). The terminal can also be operated without a PIN-Pad.  
 
High integration capability is made possible by a web service, e.g. for connection to management 
interfaces (monitoring or remote maintenance).  
 
Note: Compatible with gSMC-KT version 2.0 and 2.1; CHERRY recommendation: gSMC-KT 2.1  

THE CHERRY EHEALTH TERMINAL ST-1506 IS A MODERN AND EASILY DISINFECTABLE 
SOLUTION FOR HEALTHCARE WORKPLACES.

Easily disinfectable touchscreen solution for telematics infrastructure applications
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HIGHLIGHTS

SCOPE OF DELIVERY

gematik approval-
Easily disinfectable touchscreen glass surface for optimum 
hygiene

-

High-resolution colour display (720p, 5") for good 
readability and intuitive operation

-

USB port for the optional eHealth PIN-Pad PP-1516-
Card slots for eGK, HBA, SMC-B and g-SMC-KT-
eGK and HBA slot with ESD discharge for electrostatically 
charged cards

-

Power-over-Ethernet (power supply without power supply 
unit)

-

Prepared for reading contactless cards via NFC interface-
VPN client for the support of TI-as-a-Service 
infrastructures

-

High integration capability through web service (e.g. remote 
administration REST API)

-

Up to 3 SMC-Bs can be used-
Support for gSMC-KT 2.1 cards (RSA & ECC)-
Support for MACs via USB (USB-ECM)-
Extensive tamper protection-
Kensington lock-
Cable management-
One-hand operation-
2-year warranty-

Manual-
4 Slot Seals for ID-000 Slots-
USB-cable-
Power suply-
Network cable-
eHealth Terminal-
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TECHNICAL DATA

PRODUCT INFORMATION

Model number ST-1506

Warranty 2 years warranty

Product approvals

Operating system

System Requirements-Hardware

TEMPERATURE

Min. operating temperature 32 °F

Max. operating temperature 104 °F

DISPLAY

Display resolution horizontal 720 Pixel

Display resolution vertical 1,280 Pixel

Display with touch operation yes

POWER

Power consumption standalone

CE-
gematik Zulassung-
BIS-

Linux-
Mac OS-
Windows 7 or higher-

RJ45-
USB port (requires RNDIS/ECM functionality in 
the operating system used)

-

gSMC-KT-
Connector-

max. 125 mA (48V PoE, IEEE 802.3af, 802.3at)-
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max. 250 mA (24V Netzteil)-
max. 1000 mA (5V USB-C)-
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PRODUCT VARIANTS

PART NUMBER COLOUR

ST-1506AFHZ white
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ST-1506 [ST-1506AFHZ]

Product colour: White

Part number ST-1506AFHZ

EAN 4025112091179

PRODUCT INFORMATION

Model number ST-1506

Warranty 2 years warranty

Product approvals

Operating system

System Requirements-Hardware

Dimensions inc. packaging 10,47 in × 5,71 in × 4,61 in | 40.57 oz

TEMPERATURE

Min. operating temperature 32 °F

Max. operating temperature 104 °F

DISPLAY

Display resolution horizontal 720 Pixel

Display resolution vertical 1,280 Pixel

Display with touch operation yes

CE-
gematik Zulassung-
BIS-

Linux-
Mac OS-
Windows 7 or higher-

RJ45-
USB port (requires RNDIS/ECM 
functionality in the operating system 
used)

-

gSMC-KT-
Connector-
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POWER

Power consumption standalone max. 125 mA (48V PoE, IEEE 802.3af, 
802.3at)

-

max. 250 mA (24V Netzteil)-
max. 1000 mA (5V USB-C)-
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Errors, technical changes and delivery options reserved. Technical information 
refers only to the specification of the products. Properties are not guaranteed.

Sales Support · Technischer Support · eHealth Support

Phone: 262.942.6508
keyboardsupport@cherryamericas.com

© Cherry Americas
9522 58th Place Suite 100 • Kenosha WI 53144 • USA

cherry-world.com 
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